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Restriction

Partienlsrs of Restrictior

A

Travel is not permitted

® o B o

on Sundays or public holidays

when visibility is 1000 m or less

wher the highway is slippery

on December 24, 26, 27, 31 and January 2 when
Christmas and New Year’s Day fall on 2 Suaday

Travel is not permitted from 3:60
p.m. to midnight

® ®

on any day prior to a public holiday

on any Friday during the summer from Friday prior to
Canada Day until Lsbeur Day

on any Friday when the following Monday is 2 public
holiday

Travel is not permitted

from sunset to sunsise of the foliowing day

Travel is not permitted

from sunset to sunrise of the foliowing day on any two-
lans highway

During day light hours

flags will mark the portions of the load that extends
beyond the extremities of the vehicle.

Lights

two amber rotating lights arc required.

Night travel

amber lights shall be located 30 cm above the
headlights on the front comers of the load

amber tights shall be spaced not more than 8.0m apart
on both sides of the load

red lights visibie from the side and the rear shali be
tocated on the rear corners of the load

red clearance lights shall mark the end of any load
extending beyond the vehicie

the trailer shall be equipped with extendible clearance
lights

Signs

A “D" sign is required at the rear of the load on a muiti-
lane highway and at the front and rear of the load ona
two-fane highway

Escort Vehicle

required at the rear on a multi-lane highway ard at the
front and rear on a two-lane highway

Route

Travel on any given route is subject to approval
dependent on structural clearances from SaskTel.
SaskPower, CN/CP Telecommunications and
Saskatchewan Highways and Transportation

Vehicie Speed

restricted to 2 maximum of 90 kph if total overall iength
exceeds 25 m

Figure 3 Conditions for Length, Width and Height
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c ¥ 1: Teactor

Part § - Dimeasion Limits

Overzit Length - Max 23 m

§ itrailer Length - Max 162 m

Kingpin Setback Effective Rear Overhang
i ] g‘ Y (max 2.0 m radius) {max 0.35 x whaelbase)
] i

heel - min 6.26 n¥max 12.5 m ¢

¥

Interaxle Spacing
| Wheelpase -max62m | | '
i
DIMENSION LIMIT
Tandem Axie Spread Minimum .2 m/Maximum 1.85 m
Tandem Axle Spread Minimum 1.2 m/Maximum 1.85 m
Tridem Axle Spread Minimuem 2.4 m/Maximum 3.7 m
Track Width Mipimum 2.5 m/Maximum 2.6 m
Interaxle Spacings
Single Axle to Single, Tandem or Tridem Axle Minimum 3.0 m
Tandem Axle to Tandem Axle Minimum 5.0 m
Tandem Axle to Tridem Axle Minimum 5.5 m

Figure 4 Pictorial Format
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Part 2 - Weight Limits

Max 5500 kg Single Axie - Max 9100 kg
Tandem Axie - Max 17 000 kg

Single Axle - Max 9100 kg
Tendem Axie - Max 17 000 kg
Tridem Axie - Spread:
24mto<3.0m-Max21000kg
3.0mto < 3.6 m-Max 23 000 kg
3.6 mto 3.7 m-Max 24 600 kg

WEIGHT

LIMIT

Tridem Axle:

‘Axle Spread 2.4 m - less than 3.0 m

Maximum 21 000 kg

Axle Spread 3.0 m - lessthan 3.6 m

Maximum 23 000 kg

Axle Spread 3.6 m-3.7m

Maximum 24 000 kg

Gross Vebicle Weight Limits

Three Axles Maximum 23 700 kg
T Maimum 31 600kg
Five Axles Maximum 39 500 kg
Six Axles - with 2.4 to < 3.0 m spread tridem | Maximum 43 500 kg
B with 3.0 m to < 3.6 m spread tridem | Maximum 45 500 kg
With 3.6 to 3.7 m spread tridem | Maximum 46 500 kg

Figure S Pictorial Format for Weight Limits

335



336



